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RULES AND REGULATIONS FOR THE 
CLASSIFICATION OF SPECIAL SERVICE CRAFT, July 2011 


Notice No. 2 


This Notice contains amendments within the following Sections of the Rules and Regulations for the 
Classification of Special Service Craft, July 2011. The amendments are effective on the dates shown: 


Part Chapter Section Effective 
date 
15 1 9 1 January 2012 


It will be noted that the amendments also include corrigenda, which are effective from the date of this Notice. 


The Rules and Regulations for the Classification of Special Service Craft, July 2011 are to be read in conjunction 
with this Notice No. 2. The status of the Rules is now: 


Rules for Special Service Craft Effective date: July 2011 
Notice No. 1 Effective date: 1 January 2012 
Notice No. 2 Effective date: 1 January 2012 


Vol 3, Part 3, Chapters 1&5 


Volume 7, Part 15, Chapter 1 
Piping Design Requirements 


Effective date 1 January 2012 


| Section 9 
Austenitic stainless steel 


9.1 General 


9.1.2 The minimum thickness of stainless steel pipes is to 
be determined from the formula given in 5.1.2 or 5.1.3 using a 
corrosion allowance of 0,8 mm. Values of the 92 1,0 per cent 
proof stress and tensile strength of the material for use in the 
formula in 5.1.6 may be obtained from Table 6.5.2 in 
Chapter 6 of the Rules for Materials. 


9.1.3 Where stainless steel is used in lubricating oil and 
hydraulic oil systems, the corrosion allowance may be reduced 
to 0;3-rana O mm. 
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